
 Carried: MAIN STREET      Crossed: IRONDEQUOIT CREEK          CheckValue: 1,725,454,822



 RC: 44   BIN: 3318560


Bridge Ratings



 Inspection Date: 4/17/2009



Inspection Agency:  13 - Consultant      Type of Inspection: 1 - BIENNIAL
GTMS: 302 -- Steel - Stringer/Multi-Beam or Girder
POSTINGS: See Gen Rec Page 1 for Postings at time of inspection.
Further Investigation Needed: No
State Highway Number: 000000      Milepoint: 0.04      AADT/Yr: 2810 / 2003
Orientation: 3 - East      Political Unit: 0857 - Town of VICTOR      Year Built: 1953
Total Spans: 1         Ramp Bridge Attached To Span: NA    BIN: NA
General Recommendation: 5            Computed Condition Rating: 4.533

Abutment Ratings:               Beg Abut     End Abut


Joint with Deck                    8            8    
Bearings, Bolts, Pads              5            5    
Seats and Pedestals                5            5    
Backwall                           5            5    
Stem (Breastwall)                  5            5    
Erosion or Scour                   7            5    
Footings                           9            9    
Piles                              8            8    
Recommendation                     5            5    

Wingwall Ratings:               Beg Abut     End Abut


Walls                              5            5    
Footings                           9            9    
Erosion or Scour                   7            5    
Piles                              8            8    

Channel Ratings:                Channel


Stream Alignment                   5      
Erosion and Scour                  5      
Waterway Opening                   4      
Bank Protection                    6      

Approach Ratings:               Approaches


Drainage                           3      
Embankment                         5      
Settlement                         5      
Erosion                            5      
Pavement                           5      
Guide Railing                      5      

Number of Flags Issued:


  RED: 0      Yellow: 0      Safety: 0   

Vulnerability Reviews Recommended:  1=Yes, 2=No, 3=NA, X=NotActive


Hydraulic: 2           Overload: X              Steel: X    
Collision: 3           Concrete: X            Seismic: X    

Inspector's Signature:     CheckValue: 1,725,454,822     Date: 4/17/2009

Herb Quackenbush,PE ()   (Inspector ID:4110045)

Signed copy of this inspection report is available 

in the appropriate NYSDOT Regional Office



Reviewed By:                    Date: 4/24/2009

Michael J. Peters,PE ()   (QC ID:4110051)

Signed copy of this inspection report is available 

in the appropriate NYSDOT Regional Office





 RC: 44   BIN: 3318560


Span Ratings



 Inspection Date: 4/17/2009



 Carried: MAIN STREET      Crossed: IRONDEQUOIT CREEK          CheckValue: 1,725,454,822



Deck Element Ratings:       001  


Wearing Surface              4    
Curbs                        3    
Sidewalks, Fascias           3    
Railings, Parapets           3    
Scuppers                     1    
Gratings                     8    
Median                       8    
Mono Deck Surface            8    

Superstructure Ratings:     001  


Structural Deck              4    
Primary Members              4    
Secondary Members            5    
Paint                        3    
Joints                       8    
Recommendation               4    

Pier Ratings:               001  


Bearings, Bolts, Pads        8    
Pedestals                    8    
Top of Cap or Beam           8    
Stem Solid Pier              8    
Cap Beam                     8    
Pier Columns                 8    
Footings                     8    
Erosion or Scour             8    
Piles                        8    
Recommendation               8    

Utility Ratings:            001  


Lighting                     8    
Sign Structure               6    
Utilities and Support        8    

Field Notes:
Field Date      Arrival       Departure     Temp (C)  Temp (F)  Weather Conditions


4/17/2009    8:00:00 AM    11:30:00 AM           55    sunny

�





 RC: 44   BIN: 3318560


Inspection Notes



 Inspection Date: 4/17/2009



 Carried: MAIN STREET      Crossed: IRONDEQUOIT CREEK          CheckValue: 1,725,454,822



Note ID: 410933185600002


                      Stream Channel: Waterway Opening -- Rated 4, Was 4
  Referenced Photos:  "1"
  A 10' wide by 2.5'(max.) silt bed has formed along the begin left and begin right embankments.  
  The creek bed widens beneath the bridge slightly.  This silt bed appears to restrict flow.
  
  The HVA indicates that the opening is inadequate.
  



Note ID: 410933185600003


                      Approaches: Drainage -- Rated 3, Was 3
  Referenced Photos:  "2"
  The begin and end approaches drain slightly towards bridge.  Sand and gravel debris has built up 
  along both approachs on the left and right shoulders.  The worst case appears to be the begin 
  approach.
  



Note ID: 410933185600004


                      Approaches: Settlement -- Rated 5, Was 4
  Referenced Photos:  "3"
  Oil and stone application (1/2" new thickness) to the approaches and deck wearing surface have 
  improved the settlement which now rates "5".
  



Note ID: 410933185600005


                      Approaches: Pavement -- Rated 5, Was 4
                      Span 001 -- Deck Elements: Wearing Surface -- Rated 4, Was 4
  Referenced Photos:  "4"
  Oil and stone application to the approaches and deck wearing surface up to an additional 1/2 
  inch thickness. Ratings changed from "4" to "5".
  



Note ID: 410933185600001


                      Span 001 -- Deck Elements: Curbs -- Rated 3, Was 3
  Referenced Photos:  "5", "6", "7"
  The left curb is spalled along the top and vertical face up to 2" deep for 70% of length with 
  exposed and rusted rebar near the begin (Photo 5).
  The right curb is spalled near the begin side 14' L x up to 2" deep with exposed rusted rebar 
  (Photo 6), and a section of the end right 14" L x up to 4" D has broken away (Photo 7).
  
  Debris build up along both curb lines has been removed.
  



Note ID: 410933185600006


                      Span 001 -- Deck Elements: Sidewalks, Fascias -- Rated 3, Was 3
  Referenced Photos:  "8", "9"
  Both fascias have spalled enough at railing post #1 to undermine the railing post anchor plates 
  (Photos 8 and 9).
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Inspection Notes
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 Carried: MAIN STREET      Crossed: IRONDEQUOIT CREEK          CheckValue: 1,725,454,822



Note ID: 410933185600006 - continued


  
  The left fascia has top spalling up to 3" deep with exposed re-bar between railing post P1 and P2 
  with isolated areas of surface spalling throughout the rest of the fascia.(Photo 8)
  
  The right fascia has top spalling up to 4" deep with exposed re-bar between railing post P1 and 
  P2 and P3 and P4 with isolated areas of surface spalling throughout the rest of the fascia.(Photo 
  9)
  



Note ID: 410933185600007


                      Span 001 -- Deck Elements: Railings, Parapets -- Rated 3, Was 3
  Referenced Photos:  "8", "9", "10"
  Beneath each railing post P1 anchor plate, the fascia has spalled enough to cause undermining 
  (Photos 8 and 9).  The left post is undermined up to 3.5", and the right post is undermined up to 
  4.5".   No post movement was noted when struck.
  
  The left railing post P4 has a missing U-bolt connecting the railing to the post.  1 U-bolt remains 
  a this location, and the railing does not appear to be loose (Photo 10).
  



Note ID: 410933185600008


                      Span 001 -- Deck Elements: Scuppers -- Rated 1, Was 1
  Referenced Photos:  "5", "6", "11"
  All of the scuppers on the structure are clogged with dirt and vegetative debris from above 
  (Photos 5 and 6).
  
  Below the deck, all scupper down tubes have heavy rust and corrosion (Photo 11).
  



Note ID: 410933185600009


                      Span 001 -- Superstructure: Structural Deck -- Rated 4, Was 4
  Referenced Photos:  "12", "13"
  There have been no significant changes since the 2007 biennial inspection.  There is exposed 
  rusted rebar in bays 1 & 4 near the begin abutment due to a lack of concrete cover.  All of the 
  bays are damp, stained, and exhibit map cracking with isolated areas of efflorescense and 
  stalactites.  There is very little hollow sounding concrete (Photos 12 and 13).
  



Note ID: 41093318560000A


                      Span 001 -- Superstructure: Primary Members -- Rated 4, Was 4
  Referenced Photos:  "14"
  All girders have some form of minor section loss due to scale and delamination primarily on the 
  bottom flange.  G1 is the worst case with an average measured flange loss of 17% at mid-span 
  and a measured web loss of 10% at the begin abutment . No significant change since the 2007 
  inspection.
  
  The interior girders and the right fascia girder are in slightly better condition.
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Note ID: 41093318560000B


                      Span 001 -- Superstructure: Paint -- Rated 3, Was 3
  Referenced Photos:  "14", "15"
   A paint failure exists on the outboard or left side of G1, the left side of G2, and the bottom 
  flanges on the remainder of the members.  Most of the delamination and section loss was found 
  on G1 near the bottom flange (Photos 14 and 15).
  
  The remainder of this item rates 5.
  
  �
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Inspection Photos in Photo Number Order



 Inspection Date: 4/17/2009



  Left Elevation



Photo Number: 1                             Photo Filename: 09_0350.JPG



  Begin Approach



Photo Number: 2                             Photo Filename: 09_0351.JPG
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Inspection Photos in Photo Number Order



 Inspection Date: 4/17/2009



  End Approach at Bridge



Photo Number: 3                             Photo Filename: 09_0352.JPG



  End ApproachPavement 
& Deck Wearing Surface



Photo Number: 4                             Photo Filename: 09_0353.JPG
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Inspection Photos in Photo Number Order



 Inspection Date: 4/17/2009



  Left Curb @ Begin



Photo Number: 5                             Photo Filename: 09_0354.JPG



  Right Curb @ Begin



Photo Number: 6                             Photo Filename: 09_0355.JPG
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